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Part Number Description Master CTN QTY

Drilled

WHP20-1D 20" I.D. Drilled 20
WHP22-1D 22" I.D. Drilled 20
WHP24-1D 24" I.D. Drilled 20
WHP26-1D 26" I.D. Drilled 20
WHP28-1D 28" I.D. Drilled 20

Undrilled
WHP20-1U 20" I.D. Undrilled 20
WHP22-1U 22" I.D. Undrilled 20
WHP24-1U 24" I.D. Undrilled 20
WHP26-1U 26" I.D. Undrilled 20
WHP28-1U 28" I.D. Undrilled 20
WHP30-1U 30" I.D. Undrilled 6

Adapter
SPF-100 1" Adapter 1

Physical Property Summary

Property Test Method Value Unit

Specific Gravity ASTM D-792 1.04 g/cc
Tensile Modulus ASTM D-638 250,000 psi
Tensile Strength 

@ Yield ASTM D-638 4,000 psi

Flexural Modulus ASTM D-790 370,000 psi
Flexural Strength 

@ Yield ASTM D-790 8,200 psi

Izod Impact ASTM D-256 
(73°F) 2.0 ft-lbs/in

Falling Dart Impact ASTM D-3029(G) 
(73°F) 85 in-lbs

Heat Deflection 
Temperature

ASTM D-648 
(264 psi, 

unannealed)
165 °F

Coefficient of 
Thermal Expansion ASTM D-696 4.5 x 10 -5 in/in/°F

Hardness ASTM D-785 68 Rockwell “L”
Flammability UL Subject 94 HB 0.062"

Gardner Gloss ASTM D-523 70 %
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