=WADE

HYDRANTS & HOSE BIBBS

8900 POSt HYd ra nt (Replaces 8610)

HY-4

Project Engineer Mechanical
?——KEYHMDLE Maximum Working Pressure: 125 PSI
E CONNECTION K
— ' I_
-
18
8 ALUMINUM
HOUSING M
30
1
183

LA 4
o 115

KR \ 1 Iu.

1

DEPTH H

OF 1

BURY | | 8900
= =
PORT T == ' oy
) 4

NPT INLET —|  |—

*Dimensions vary from illustration

TYPICAL INSTALLATIONS

For Vehicular Traffic Areas

Concrete Bollard May Be Desirable

For Pedestrian Traffic Areas

Regularly Furnished: Non-freeze post hydrant with cast

Bury aluminum protective housing, bronze head, bronze
3/4” 1” 1-1/4” 1-1/2” 2” valve and brass internal operating parts.

Depth
2 Suffix Options
3 Suffix | Description °
4 -HDR38 | Replacement Rod (3/4” & 1”)
5’ -HDR43 | Replacement Rod (1-1/4” thru 2”)
6’ -WK14 | Repair Kit (Less Rod) - 3/4”
7 -WK15 | Repair Kit (Less Rod) - 1” & 1-1/4”
8’ -WK16 | Repair Kit (Less Rod)-11/2” & 2”
9’ -89 Vacuum Breaker (3/4” Only) *
10’ -131 Wheel Handle *
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