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FUNCTION: Installed at the suction side of pump equipment to intercept hair, lint, leaves, paper scraps and other debris which
might damage the pump. Fig 8790 has a yoke type cover clamp for fast cover removal when basket has to be cleaned. Fig. 8795
has a bolted cover which is recommended where pressures are higher and protection against tampering is desired. 

 

REGULARLY FURNISHED:
Duco Coated Body and Cover.
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BASKET STRAINER

B            9-14-94       Submittal Update                                  CMB

Fig. 8790. . . . WITH YOKE TYPE COVER
Fig. 8795. . . . WITH BOLTED TYPE COVER

NOTE:  Flange conforms to A.S.M.E. 125 lb. standards.

J -DIA of Holes
K -Number of Holes
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Fig 8795
CoverFig 8790 Cover

Removable, non-corrosive perforated 
strainer basket with lift handle. 1/8" (3) dia. 
perforations regularly furnished unless 
otherwise specified.
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NOTE:  THE TEST RESULTS
SHOWN ON THIS CHART ARE
BASED ON STRAINERS WITH
CLEAN SCREENS. IF SCREENS
ARE 50% CLOGGED, THE
CORRESPONDING PRESSURE
DROP WILL BE DOUBLED.
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PRESSURE DROP THROUGH FIG. 8790 AND
FIG. 8795 AT VARIABLE FLOW RATES
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NOTE: It is the responsibility of the installer to check all parts
(internal and external) to verify they are in their proper
operating order and location.
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NOTE: Dimensions shown in
parentheses are in millimeters.
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WARNING: Cancer and Reproductive Harm - www.P65Warnings.ca.gov
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